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e Control modules 
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e User interface 
mounts on top 
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e Control display 
modules mount 
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Using 2 Channels 
Central Amplifiers vs Zoned 
close on installed cost 4th is fire floor 


e Evacuation 
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Page to Evac 


Pressing Page to 
Evac selects the 
Evac channel for 
paging 

Pressing the mic 
key delivers pre- 
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* Advantages of Zoned 
Amplifiers over Central 
Amplifier Systems 


- Reliability 
- Performance 


- Installed Cost 
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* Available in 20, 40, & 90 wa 
e Mount to rail, 20 € 40w tak], HR. i EE 
1 space; 90w, 2 zi 
e C/W NAC, Class 'A' or 'B' 
- One 3.5A circuit per amplifier 
on 20 or 40w only 
- No additional space required 
- Supports ADA compliance 


i Sec 


Emergency Telephone 


( ( e Riser from fire 
| el phone card to 

| — SIG-CC1 

SIGA-CC1 ii hodila 
| sr e CCI controlled 
È en a by data circuit 
o Signature sai a 
Data Circuit * Class ‘A’ or ‘B 


e Ring tone 


phone1 


ASU /w Fire Phone 


e ASUFT 


* Complete 
chassis 


Fire Phone Control 


e 8 x 20 Liquid 
Crystal 
Display 

e Language 
display of 
calls 

e 20 character 
location 
message 


Fire Phone LCD 


e Calls pending 

* Pending list 

e Calls 
connected 

e Five lines 
individually list 


telcd2 
connected calls 


5 Fire Phone Selection 


Controls 


e Connect 


e Review 
Pending 


e Ack 
* Disconnect 


e Review 
Connected 


telcd1 


MR 


LLI 
p= = ME Er E | 


EST3 
Paging & 
Fire Phone 
Hardware 


L 


Thank You! 


